
Sherbrooke, QC

Edmonton, AB

Cleveland, OH

Atlanta, GA

Houston, TX

Sparks, NV

DISTRIBUTION 
CENTER 
LOCATIONS
The products that you 
need, close to you!

	�Six fully-stocked warehouses 
across the United States and 
Canada

	�Broad product inventory  
assuring availability 

	�Warehouse pick-up available  
for local customers 

Give us a call and get the best kind 
of service – the human kind!

Toll-free: 1-888-275-7075 
Weekdays 8 a.m. - 5 p.m. EST

american-biltrite.com
rubber@american-biltrite.com

200 Bank Street 
Sherbrooke, Quebec
J1H 4K3

Toll-free
1-888-275-7075
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We are a proud member of the following associations:
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TRANSEAL®

PREMIUM NITRILE  
FOR TRANSFORMER GASKETS
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AGGRESSIVE TRANSFORMER OILS, RIGOROUS CONDITIONS 

NO  MATCH  FOR  
TRANSEAL®

ASTM DESCRIPTION VALUE

D2240 HARDNESS (Shore A) 65 +/-5

D412  TENSILE (psi) 2500 min.
 ULTIMATE ELONGATION (%) 350 min.

D395B COMPRESSION SET 70 hrs @ 100 °C (212°F), 20% max.

D573 HEAT AGING 70 hrs @ 100°C (212°F) 
  Changed: Hardness: +/- 15, Tensile (%): +/- 30 max., 
  Elongation (%): -50 max., (typical values)

D471 OIL AGING (#3) Oil #3, 70 hrs @ 100°C (212°F)
  Changed: Hardness: -10 to +5, Tensile (%): -45 max., 
  Elongation (%): -45 max., 
  Volume (%): 0 to +25, (typical values)

APPROVALS
 Conforms to Hydro Quebec transformer 
 gasket specification SN-14.1 (product 
 was tested by Hydro Quebec and approved 
 for use).

 Approved and used by Tennessee Valley 
 Authority and found to be superior when 
 compared to other products.

 Engineered specifically for electrical 
 transformers, meets or exceeds G.E. and 
 ABB M4094E specifications.
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*Compression set lower value is preferred 

Please ensure the product meets your �application specification prior to order �placement. 
Specifications are subject �to change without notice. The website �version prevails.

american-biltrite.com

WHY TRANSEAL®?

�TRANSEAL® gaskets outperform cork in 
joints with recesses or grooves because 
Premium Nitrile conforms better to 
surface imperfections.

�Exceptional compression set 
performance. 20% maximum compared 
to 45–75% for standard nitrile and cork 
materials.

�Premium Nitrile is non-porous, 
eliminating the need for additional 
sealants or coatings.

�Strong resistance to applied loads, 
system blowouts, and vacuum 
conditions.

�TRANSEAL® gaskets are easy to 
remove and replace across temperature 
extremes and maintain integrity in both 
hot and cold conditions.

�Longer shelf life: Premium Nitrile lasts 
up to 5 years under ambient conditions, 
unlike cork nitrile’s 2-year limit.

�They remain resilient under expansion, 
contraction, and vibration, ensuring a 
lasting seal.

�Excellent resistance to silicone-based 
oils, among the most aggressive fluids in 
use today.

UP TO 4 X BETTER 
�COMPRESSION SET THAN � 
TYPICAL CORK

UP TO 2 X BETTER 
�THAN INDUSTRIAL GRADE NITRILE

ASTM D 395: RUBBER PROPERTY-
�COMPRESSION SET METHOD B


