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DISTRIBUTION 
CENTER 
LOCATIONS
The products that you 
need, close to you!

	�Six fully-stocked warehouses 
across the United States and 
Canada  

	�Broad product inventory  
assuring availability 

	�Warehouse pick-up available  
for local customers 

Give us a call and get the best kind 
of service – the human kind!

Toll-free: 1-888-275-7075 
Weekdays 8 a.m. - 5 p.m. EST

american-biltrite.com
rubber@american-biltrite.com

200 Bank Street 
Sherbrooke, Quebec
J1H 4K3

Toll-free
1-888-275-7075

DISTRIBUTED BY :
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DURASHIELD®

PREMIUM NATURAL RUBBER 
FOR TEAR AND ABRASION RESISTANCE

We are a proud member of the following associations:
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PRODUCTS HARDNESS  
(Shore A)

TENSILE
(PSI)

ULTIMATE 
ELONGATION

(%)

ABRASION 
RESISTANCE 
(DIN 53516*)

TEAR
(LBS/IN) 

ASTM D624
COLOR

AB-140 40 +/- 5
3000 min. 

(3100 typical)
600 min. 

(750 typical)
Wet: 40 mm3

Dry: 160 mm3 
350 typical   Red

AB-940 
Fabric Back** 40

3000 min. 
(3300 typical)

600 min.
Wet: 40 mm3

Dry: 160 mm3 350 typical   Red

AB-144 60 +/- 5
3000 min. 

(3300 typical)
400 min. 

(450 typical)
Wet: 40 mm3

Dry: 225 mm3 450 typical   Red

AB-160 65 +/- 5
3000 min. 

(3300 typical)
400 min.

Wet: 20 mm3

Dry: 150 mm3 500 typical   Black

DURASHIELD® A+ 40
2500 min. 

(3000 typical)
500 min. 

(700 typical)
Wet: 12 mm3

Dry: 120 mm3 180 typical   Orange

RED DURASHIELD® 
Delivers optimum performance 
where cut and  tear resistance  
is required.

ORANGE DURASHIELD® A + 
Provides superior performance 
where high abrasion resistance  
is needed.

The perfect combination of 
durability and strength

�Available in several 
durometers, colors, and sizes

�Offers ultimate tear, abrasion, 
wear, vibration, impact, corrosion, 
and noise resistance

LONG LASTING NATURAL RUBBER FOR MAXIMAL 
COST EFFICIENCY 

NATURAL RUBBER FOR MULTIPLE APPLICATIONS
The fabric backed version 
incorporates one ply of nylon fabric 
to provide increased strength where 
mechanical fastening is required

DURASHIELD® is our heavyweight contender for tear and abrasion resistance. Formulated 
to extend the life of vital heavy-duty equipment, DURASHIELD® is the optimal choice for 
cement, aggregate, forestry, and mining markets.

PHYSICAL PROPERTIESDURASHIELD®

 EXCELLENCE IN TEAR AND ABRASION RESISTANCE

Linings, chutes, hoppers, cyclones, pipes, tanks, bins/boxes, 
silos, skirting, pulley lagging, shaker screens, sandblast curtains, 
squeegees, and pads. 

TYPICAL  
APPLICATIONS

TYPICAL VALUES†

 NYLON 
FABRIC BACK 

AB-940

† These are typical values, they do not constitute specifications.
*�Abrasion Resistance method DIN 53516 measures material loss, lower values are preferred.
**Values listed are for rubber only, without fabric backing.    
Material is within commercial sheet rubber tolerances. Please ensure the product meets your application’s specification prior  
to order placement. Technical data subject to change without notice. The website version prevails.

BLACK DURASHIELD® 
The best of Red and Orange, 
reinforced with carbon black  
for maximum durability.


